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1. CONTRACTOR TO USE PROPERLY SIZED WIRING IN ACCORDANCE WITH THE NATIONAL ELECTRICAL

CODE .

2. CONTRACTOR REQUIRED TO CORE DRILL FLOOR SLABS IN ELEC. ROOM 3D-102 FOR 2- 4 INCH EMT

CONDUITS TO FEED NEW 400A PANEL WITH 24 CIRCUITS AS WELL AS TO CORE DRILL FLOOR SLABS IN

ELEC. ROOMS LOCATED ON FLOORS 1 AND 2 TO ACCOMMODATE CONDUIT RUN FROM ELEC. ROOM 3D-102

TO THE ELEC. ROOM  NO. 175 (MOTOR CONTROL GEAR ROOM) LOCATED BEHIND BUILDING 3.  NEW 400A 24

CIRCUIT PANEL TO BE INSTALLED ON A WEEKEND TO MINIMIZE DISRUPTION.

3.  CONTRACTOR SHALL INSTALL CONDUIT AND WIRE FROM NEW 400A PANEL TO NEW STEAM STERILIZERS

MODEL 633HC (THREE EACH).  POWER TO BE RUN FROM A 200A CIRCUIT BREAKER LOCATED IN NEW 400A

PANEL.  RUN 3/o WIRE, 3 EACH AND #6 WIRE, 1 EACH IN A 2 INCH EMT CONDUIT TO BE LOCATED ABOVE

CEILING.  RUN WIRE AND CONDUIT TO A WIRE TROUGH LOCATED INSIDE PANELED AREA FOR THE NEW

STEAM STERILIZER UNITS.  CONTRACTOR TO PROVIDE A 60A FUSED DISCONNECT FOR EACH 633HC UNIT

AT A CONVENIENT AND ACCESSIBLE LOCATION APPROVED BY VA PROJECT ENGINEER.  STERILIZER

VOLTAGE IS 480V 3PH 60A.  EACH 633HC STEAM STERILIZER WILL ALSO REQUIRE A 120V 15A CIRCUIT

INSTALLED  TO WITHIN 5 FEET OF EACH UNIT.  NOTE: INSTALLATION OF ALL WIRING, CONDUITS AND

DISCONNECTS TO BE INSTALLED PER THE NATIONAL ELECTRIC CODE.

4. CONTRACTOR TO FIRE CAULK ALL PENETRATIONS FOR CONDUIT AND OTHER UTILITIES FOR PROJECT.

5. CONTRACTOR SHALL INSTALL 2 CIRCUITS  ( 1'' EMT CONDUIT, #10 AWG) TO THE NEW WATTS HS-4800FT

WATER TREATMENT SYSTEM FROM ELECTRIC ROOM 3D-102.  POWER REQUIREMENTS FOR THE NEW

WATER TREATMENT SYSTEM IS A 220V 1 PH AND 120V 15A.

SPECIFIC ELECTRICAL NOTES:

NEW WATTS HS-4800FT

WATER TREATMNT. SYS.

PROVIDE NEW 400A 

PANEL TO REPLACE

PANEL HLES2A

SEE NOTE 3 THIS SHEET FOR

ELEC. REQUIREMENTS FOR

NEW STERILIZERS

NEW 1'' EMT CONDUIT - 2EA
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PROVIDE NEW DRY TYPE

75kVA STEPDOWN TRANS-

FORMER AND 120V PANEL

W/ 24 CIRCUITS

NEW 60A DISCONNECT (3EA)

APPROX. WORK LIMITS FOR

PROJ. NO. 520-13-117






























HOME RUN

CONDUIT UP

HOT WIRE

DUPLEX RECEPTACLE - 20A, 120V, 2 POLE 3 WIRE, NEMA 5-20R. MTD. 18" A.F.F.

CEILING SPEAKER/SPEAKER OUTLET

DUPLEX RECEPTACLE W/INTEGRAL GROUND FAULT INTERRUPTER. MTD. 42" A.F.F.

DUPLEX RECEPTACLE CONNECTED TO EMERGENCY POWER SYSTEM 18" A.F.F.

DUPLEX RECEPTACLE - 20A., 120V., 2 POLE., 3 WIRE NEMA 5-20 DECK TYPE

EMERGENCY POWER SHUTOFF BUTTON

T

MOTOR CONNECTION NUMBER DENOTE APPROX H.P.

208V, 50A, 1 ∅, 2-POLE , 4W, NEMA 6-50R

I INTERCOM STATION D=DENOTES DESK SET, W=WALL SET. MTD. 4'-6" A.F.F.

CEILING MTD. POWER OUTLET

DESCRIPTIONSYMBOL

LEGEND:

LIGHTING CONTROL TIMER 7 DAY, 24 HOUR DIAL UNIT

JUNCTION BOX (CEILING MOUNTED) 

FAN

480V., 3∅, 3 W-OR 277/480V., 3∅ 4W. PANEL BOARD

PANEL BOARD

EXIT LIGHT (CEILING MOUNTED)

B LOW FUEL ALARM BELL. 4" DIA. MTD.HT. 8'-0" A.F.F.

GROUNDING RECEPTACLE, LOCKING TYPE (CEILING MOUNTED)

VENTILATOR OR FAN COIL UNIT OUTLET

WALL MOUNTED DUPLEX

TELEPHONE OUTLET

ANTENA

CEILING MTD. T.V. OUTLET

POWER BOX








